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TP-Link EB210
PRO wireless
router 2.5
Gigabit Ethernet
Dual-band (2.4

GHz 5 GHz)
Black

Model: EB210Pro

Manufacturer: TP-LINK
EAN: 1210002606868
Product Code: 1142703

R2,995

VPN support: PPTP, OpenVPN, IPSec | Certification: CE | WPS push button: Yes | WAN connection
type: RJ-45 | DSL WAN: No | 3G/4G USB modem compatibility: No | Mobile network generation: Not
supported | WLAN data transfer rate (second band): 2880 Mbit/s | WLAN data transfer rate (first
band): 688 Mbit/s | SIM card slot: No | Firewall: Yes | Cloud-managed: Yes | Ethernet LAN interface
type: 2.5 Gigabit Ethernet | Firewall security: DoS, SPI Firewall, IP & MAC Address Binding | Depth:
153 mm | Reset button: Yes | Wi-Fi band: Dual-band (2.4 GHz / 5 GHz) | Ethernet WAN: Yes | Height:
47.6 mm | Product type: Tabletop router | Cables included: LAN (RJ-45) | WLAN data transfer rate
(max): 3568 Mbit/s | Ethernet LAN: Yes | Operating relative humidity (H-H): 10 - 90% | Product
colour: Black | Quick installation quide: Yes | Security algarithms: WPA2 | Wi-Fi standards: 802.11D |

The product information provided is for reference purposes only. Technical specifications, photos, descriptions and prices
may change without prior notice. The manufacturer and seller are not responsible for possible data discrepancies or
typographical errors. We recommend checking the current information before purchasing.
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Top Wi-Fi standard: Wi-Fi 7 (802.11be) | Wi-Fi standards: Wi-Fi 4 (802.11n) | AC adapter included:
Yes | Storage temperature (T-T): -40 - 60 °C | USB port: Yes | Width: 268.6 mm | Storage relative
humidity (H-H): 5 - 90% | Wi-Fi standards: 802.11g | Quality of Service (QoS) support: Yes | Wi-Fi
standards: Wi-Fi 6E (802.11ax) | Wi-Fi standards: Wi-Fi 5 (802.11ac) | Wi-Fi standards: Wi-Fi 7
(802.11be) | Power source type: DC | Wi-Fi standards: 802.11a | Wi-Fi standards: Wi-Fi 6 (802.11ax) |
Ethernet LAN (RJ-45) ports: 5 | Security algorithms: WPA | Security algorithms: WPA3-Personal |
Operating temperature (T-T): 0 - 40 °C | Antenna design: External
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