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Model: U6-PRO
Manufacturer: UBIQUITI
EAN: 810010076830
Product Code: 1160666

R4,464

Access Point
UBIQUITI 4800
Mbps 1x10Base-
T 100Base-TX
1000Base-T U6-
PRO

Indoor, dual-band WiFi 6 access point that can support over 300 clients with its 5.3 Gbps

aggregate throughput rate.

The Access Point WiFi 6 Pro (U6 Pro) is a high-performance, dual-band WiFi 6 access point ideal for
home and office use. The U6 Pro is capable of reaching an aggregate throughput rate up to 5.3 Gbps
with its 5 GHz (4x4 MIMO) and 2.4 GHz (2x2 MIMO) bands, which allows it to support over 300
concurrently connected clients while maintaining an even, reliable wireless experience across your
entire network. It can also isolate your guest traffic to ensure optimal security and speed. The U6 Pro
also operates at full 4x4 MIMO with 160 MHz channels to create high-capacity wireless uplinks and
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facilitate faster data transfer. It can be set up in minutes and fully managed with the UniFi Network
application.

Dual-band WiFi 6 (802.11ax)
5 GHz (4x4 MU-MIMO) band with a 4.8 Gbps throughput rate
2.4 GHz (2x2 MIMO) band with a 573.5 Mbps throughput rate
Operates at full 4x4 MIMO with 160 MHz bandwidth
300+ concurrent client capacity
Guest Traffic Isolation, which enhances wireless network security and lowers traffic congestion
Included universal mounting plate, backing plate, and screw kit

Summary: Ubiquiti U6-PRO. 2.4 GHz, 5 GHz, Maximum data transfer rate: 4800 Mbit/s. Security
algorithms: WPA, WPA-Enterprise, WPA-PSK, WPA2, WPA3. Ethernet LAN data rates: 1000 Mbit/s.
Power over Ethernet (PoE). Product colour: White | Vendor Homepage:
https://store.ui.com/products/unifi-ap6-professional | 2,4 GHz: Taip | 5 GHz: Taip | Didžiausias
duomenų perdavimo greitis: 4800 | Maksimalus duomenų perdavimo greitis (2,4 GHz): 573.5 |
Maksimalus duomenų perdavimo greitis (5 GHz): 4800 | Eterneto LAN duomenų perdavimo norma:
1000 | Duomenų pralaida: 5300 | Tinklo standartai: IEEE 802.11a/IEEE 802.11ac/IEEE 802.11ax/IEEE
802.11b/IEEE 802.11g/IEEE 802.11n/IEEE 802.1Q/IEEE 802.3at | Bluetooth: Taip | MIMO: Taip | MIMO
tipas: Multi User MIMO | VLAN palaikymas: Taip | Reitingo apribotojimas: Taip | Paslaugos kokybės
(QoS) palaikymas: Taip | Apsaugos algoritmų palaikymas: WPA/WPA2/WPA3/WPA-Enterprise/WPA-
PSK | Ethernet LAN (RJ-45) portų kiekis: 1 | Maitinimas per Eternetą (PoE): Taip | Energijos
suvartojimas: 13 | Talpinimo: Ceiling,Wall | Produkto spalva: Balta | Korpuso medžiaga: Plastikas |
Tarptautinės apsaugos (IP) kodas: IP54 | Atstatymo mygtukas: Taip | Antenos tipas: Vidinis | Antenos
stiprinimo lygis (max): 6 | Sertifikavimas: CE, FCC, IC | Plotis: 197 | Ilgis: 197 | Aukštis: 35 | Svoris:
460 | Darbo santykinės drėgmės diapazonas: 5 - 95 | Darbo temperatūros diapazonas (TT): -30 - 60 |
Darniosios sistemos (DS) kodas: 85176990 | Bruto svoris: 1.42 | Neto svoris: 0.46 | Vienetų skaičius
vienoje siuntimo dėžėje: 5 | Vieneto plotis: 25 | Vienetų skaičius ant paletės: 0 | Shipping Box Height:
31 | Vieneto gylis: 25 | Vieneto aukštis: 5 | Name: WRL ACCESS POINT/U6-PRO UBIQUITI | Model
name: UniFi6 Pro
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