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Expansion unit
Synology
DX517; Tower;
5x 3.5/2.5 SATA
HDD/SSD (for
DS923+,

DS723+,
DS1522+)

Model: DX517

Manufacturer: SYNOLOGY
EAN: 4711174722679
Product Code: 20067

R12,611

Certification: FCC B, CE B, BSMI B | Compatible products: Synology DS1817+, DS1517+ | Chassis
type: Desktop | AC input frequency: 50 - 60 Hz | Weight: 3.91 kg | Storage relative humidity (H-H): 5
- 95% | Device class: Small & Medium Business | Installed storage drive type: No | Operating
temperature (T-T): 5 - 40 °C | LED indicators: Status | Depth: 233 mm | LED indicators: Power | USB
connectivity: No | eSATA ports quantity: 1 | Power consumption (typical): 29.9 W | Width: 248 mm |
Storage temperature (T-T): -10 - 70 °C | Supported storage drive interfaces: Serial ATA, Serial ATA I,
Serial ATA Ill | Number of storage drives supported: 5 | AC input voltage: 100-240 V | Warnings: Do
not dismantle the appliance yourself. | Operating relative humidity (H-H): 5 - 95% | Sustainability



certificates: RoHS | LED indicators: Alarm | Warnings: Do not dispose of the device in the regular
rubbish bin. The product requires special disposal. | Warnings: Avoid contact with liquids. | Noise
level: 21.5 dB | Hot-swap drive bays: Yes | Number of fans: 2 fan(s) | Supported storage drive types:
HDD & SSD | Product colour: Black | Harmonized System (HS) code: 84717020 | Storage drive sizes
supported: 3.5" | Compliance certificates: RoHS | Cables included: AC | Storage drive sizes
supported: 2.5" | Maximum supported storage capacity: 80 TB | Number of power supply units: 1 |
Power supply unit (PSU) capacity: 200 W | Storage drives installed: No | Cables included: eSATA |
Height: 157 mm

The product information provided is for reference purposes only. Technical specifications, photos, descriptions and prices
may change without prior notice. The manufacturer and seller are not responsible for possible data discrepancies or
typographical errors. We recommend checking the current information before purchasing.
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