CSSid oI
Dahua
Technology DHI-
LM32-F200 LED
display 80 cm
(31.5) 1920 x

1080 pixels Full
HD Black

Model: LM32-F200

Manufacturer: DAHUA
EAN: 6939554980909
Product Code: 47315

R3,747

Response time (fast): 8 ms | Energy efficiency scale: A to G | Energy efficiency class (SDR): E |
Energy consumption (SDR) per 1000 hours: 26 kWh | Viewing angle, vertical: 178° | AC input
frequency: 50 - 60 Hz | Operating temperature (T-T): O - 40 °C | Panel mounting interface: 75 x 75
mm | Power consumption (typical): 55 W | Display brightness (typical): 240 cd/m? | Built-in
speaker(s): Yes | Stand included: Yes | Weight (without stand): 3.9 kg | Native aspect ratio: 16:9 |
Display number of colours: 16.7 million colours | Response time: 8 ms | HDMI: Yes | Width (without
stand): 731.4 mm | Height (without stand): 432.6 mm | Package weight: 5.1 kg | Display technology:
LED | VESA mounting: Yes | Package width: 797 mm | HDMI ports quantity: 1 | Contrast ratio
(typical): 1400:1 | AC input voltage: 100 - 240 V | Operating relative humidity (H-H): 20 - 85% |
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may change without prior notice. The manufacturer and seller are not responsible for possible data discrepancies or
typographical errors. We recommend checking the current information before purchasing.
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Screen shape: Flat | Power consumption (standby): 0.5 W | RMS rated power: 8 W | Touchscreen: No
| Depth (without stand): 67.5 mm | On Screen Display (OSD): Yes | Maximum refresh rate: 60 Hz |
Display resolution: 1920 x 1080 pixels | Viewing angle, horizontal: 178° | HD type: Full HD | Backlight
type: LED | Package depth: 108 mm | Package height: 483 mm | VGA (D-Sub) ports quantity: 1 |
European Product Registry for Energy Labelling (EPREL) code: 619477 | Display diagonal: 80 cm
(31.5") | Warnings: Do not disassemble the monitor casing to avoid risk of electric shock. | Product
colour: Black | Warnings: Place the monitor on a flat and stable surface to avoid tipping and damage.

| Warnings: Unplug the monitor from the power source before cleaning.
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