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M.2 NVMe 3D
TLC Write speed
10000
MBytes/sec
Read speed
14000
MBytes/sec
3.8mm TBW 700
TB MTBF
1500000 hours
LNM109PO001T-
RNNNG

Model: LNM109P0O01T-RNNNG
Manufacturer: LEXAR

EAN: 10843367136787
Product Code: 550685

R6,670



SSD series NM1090 Pro | 1 TB | M.2 | PCI Express 5.0 | NVMe Yes | Component for PC/Laptop | M.2
SSD size 2280 (22 x 80 mm) | Write speed 10000 MB/s | Read speed 14000 MB/s | Mean time
between failures (MTBF) 1500000 h | 700xTBW rating | Weight 8 g | Operating temperature (T-T) O -
70 °C Summary: Lexar Professional NM1090 PRO. SSD capacity: 1 TB, SSD form factor: M.2, Read
speed: 14000 MB/s, Write speed: 10000 MB/s, Component for: PC/Laptop | Vendor Homepage:
https://www.lexar.com/global/products/Lexar-Professional-NM1090-PRO-PCle-5-0-NVMe-M-2-2280-
SSD/ | SSD capacity: 1000 | SSD form factor: M.2 | Interface: PCl Express 5.0 | NVMe: Yes | Memory
type: 3D TLC NAND | Component for: PC/Laptop | Hardware encryption: No | M.2 SSD size: 2280 (22 x
80 mm) | Write speed: 10000 | Read speed: 14000 | Random read (4KB): 1650000 | Random write
(4KB): 1800000 | PCI Express interface data lanes: x4 | Mean time between failures (MTBF): 1500000
| TBW rating: 700 | Brand specific technologies: SLC Caching | Width: 80 | Depth: 22 | Height: 3.6 |
Weight: 8 | Operating temperature (T-T): 0 - 70 | Storage temperature (T-T): -40 - 85 | Operating
vibration: 20 | Operating shock: 1500 | Unit Calculated Weight: 0.1 | Product Net Weight: 0.006 | Unit
Calculated Volume: 0.000231 | Units per Shipping Box: 1 | Unit Width: 1.5 | Units per Pallet: O |
Shipping Box Height: 11 | Unit Depth: 14 | Unit Height: 11 | Name: SSD PCIE G5 M.2 NVME
1TB/NM1090 LNM109P0O01T-RNNNG LEXAR | Model: LNM109P001T-RNNNG | SSD series: NM1090 Pro

The product information provided is for reference purposes only. Technical specifications, photos, descriptions and prices
may change without prior notice. The manufacturer and seller are not responsible for possible data discrepancies or
typographical errors. We recommend checking the current information before purchasing.
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